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ABOUT THE COMPANY

MYSMARTHOUSE is a construction and engineering
company that designs and builds energy-preserving
structures, based on SIP-panels (HS-Panel),
manufacturing of transparent heating elements that
can be assembled into windows (HS-Glass),
development and installation of voice and program

control of all housing systems (smart home).
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“HS Glass” WINDOWS

f

They act as a thermal shield They become a part of
and reduce heat loss from heating system of a
30% (standard loss for premise/building when the
regular windows) down to 3%. total glass area is less than
20%.

They can be the only heating
system if the total glass area
covered by HS-Glass is no
less than 20% from the total
floor area of a heated
premise.
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HEAT SAVING GLASS “HS Glass”
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Thermostat

«HS-Glass» is easily regulated by the controllers that are included into the price.
Thanks to this, the electrically heated glass is switched on only when required by
internal or external conditions. Such approach allows degree of efficiency of
«HS-Glass» to be higher than 93,7%.
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HOW “HS Glass” WORKS

The surface area of a standard window is 0,8 sg.m.,
three standard windows are sufficient for warming a 15
sg.m. room. During the active heating stage three
windows consume 265 Wh. Active heating stage lasts
for three hours and consumes 800 W.

Expressed in monetary terms, it would look like this:
800 W x 2 UAH =16 UAH (for the first three hours of the
heating). After that the windows go into thermo-shield
mode and are switched on when required according to
the preset temperature. In this mode the power
consumption goes down from 80 Wh to 20 Wh.

In the end we have:

20 W x 24h = 4,8 kW

39,6 UAH per day x 30,4 (average number of days per
month) = 291,28 UAH per month for warming a 15 sg.m.
room to a temperature of 23-26°C.

Heating an average single-room apartment of 55 sg.m. =
1072 UAH.
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"HS Glass” POWER CONSUMPTION

THERMAL SHIELD

Thermal shield: maintains comfortable temperature in the
premise, the glass unit is heated to 22-24°C, which draws

40-60 W/sg.m

33 HEATING
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é the premise, the glass temperature goes up to 30-60°C
while consuming 40-100 W/sg.m.
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Glass surface temperature is controlled by a thermostat that probes the surface
of one of controlled glasses.

With «HS-Glass» units the necessity to install heating radiators under the
windows is eliminated, which allows to use floor surface more effectively as
well as to increase the amount of daylight that goes into the premise thanks to
installed. Because of these properties,
(HoReCa in particular) opt in for «<HS-Glass» units and this allows increasing the
number of tables in winter time near windows without reducing comfort of the

larger windows

customers.

many businesses
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SAFETY OF “HS Glass”

The glass conforms to all principal safety and security

criteria for glass assemblies (see certificate).

Electrically conductive heating coat of glass assembly is
always inside, between the glasses, therefore the
possibility of human contact with conductive surface is

eliminated (see certificate).
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"HS Glass” PRICING

180 USD /1 sg.m.

Glass unit without window frames

The price includes:
— Replacement of existing glass unit;

—> Replacement of client’s glass unit with “HS-
Glass” unit;

—> Installation of thermal sensor;
—> |Installation of controller;
—> Delivery within Kyiv;

— Consultations / using guidance;

240 USD / 1sg.m.

Price of window assembly with REHAU “Euro-70”
window frame

Price includes:
—> Replacement of existing window assembly;

Replacement of client’s window assembly
—> with “HS-Glass”;

Installation of thermal sensor;

\

Installation of controller;

\

Delivery within Kyiv (shipment to other
locations is calculated individually);

\

Consultations / using guidance;

@ 3 year warranty for glass unit. 1 year warranty for controler.
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